
Your Long-Lasting
Irrigation Solution
The 400A-series battery operated controllers
are your ideal solution for irrigation control 
when AC power is not available. Rugged and 
fully waterproof, you can easily program your 
400A-series controllers to meet your landscape’s 
unique watering needs.

	

Battery
Operated

400A Controller
Irrigation Controller

1210 Activity Drive
Vista, California 92081
www.digcorp.com

800. 322.9146
760. 727.0914
fax 760. 727.0282

DIG Corporation

Intuitive
•	 Simple to program

•	 Multiple programming options

•	 Large LCD screen and easy-to-read icons

•	 Master-valve connection and compatibility

•	 Easy to program with EasyFlow™ navigation flow

•	 Intuitive icon-based progamming 

Convenient
•	 Mounting options include valve box or wall by using   	

 the multi-purpose swivel adapter or wall-mount  		
 bracket (included) 

•	 Powered by two AA batteries 
 

Built to last
•	 Durable construction for below-grade  

 (in a valve box) or above-grade installation

•	 Completely waterproof (IP68)

•	 Battery life of up to three years

•	 Threaded battery cap with captive O-ring seal  	
 prevents water intrusion in hot or cold/wet  		
 environments
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Programming Features

•	Four start times per day provide added flexibility 
for any type of watering application including 
sandy or clay soil

•	Valve duration up to 5 hours 59 minutes in 
1-minute increments

•	Custom program-scheduling using a weekly 
calendar, odd days, even days or intervals of 1-30 
days utilizing a yearly calendar with leap year

•	Rain Delay up to 99 days with auto restart

How to specify

Model Description

400A Controller only

400A-000 Controller with 3 adapters

400A Inline Valve

400A-075 3/4ʺ

400A -100 1ʺ

400A-150 1 1/2ʺ

400A-200 2ʺ

400A Inline Valve with BSP thread

400A-075BSP 3/4ʺ

400A -100BSP 1ʺ

400A-150BSP 1 1/2ʺ

400A-200BSP 2ʺ

Large, easy-to-read 
LCD with icon-based 
programming

Fully waterproof

One-button  
manual watering

Power on/off button

Quick reference label

Five buttons for 
easy programming 

Available solenoid valve adapters
Model Compatible valves

30-920 BERMAD series 200, HIT series 500, DOROT series 80, 
GRISWOLD series 2000, DW and BUCKNER series VB valves 

30-921* RAIN BIRD DV, DVF, PGA, PEB (1ʺ only), GB, EFB-CP, BPE, PESB 
(1ʺ only) and ASVF valves

30-922* HUNTER series ASV, HPV, ICV, PGV, SRV, IBV and 
ASVF valves

30-923 WEATHERMATIC series 12000, 21000, 8200CR valves

30-924* IRRITROL series 100, 200B, 205, 217B,
700, 2400, 2500, 2600 and TORO series 220, P220 valves

30-925 SUPERIOR series 950, HUNTER HBV and TORO series 252 valves 
(1.5ʺ and larger)

30-926 RAIN BIRD SERIES PEB and PESB 
(1 1/2ʺ and 2ʺ ONLY) valves

*Included with model 400A-000


